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This list represents an overview of all standards within the accredited scope including the information of the existing flexibilities of UL International 

Germany GmbH, Krefeld site.  

 

The three Categories of flexible Scope are described in the DAkkS Rule 71 SD 0 002 (Link to DAkkS Rule 71 SD 0 002 on the DAkkS Website)  

 

Tests in the fields:  

mechanical-technological, rheological and physical tests, emission tests and investigations of the environmental and fire behavior of polymer 

materials, composite materials and finished parts as well as preliminary and end products and components in the automotive industry, in 

particular materials for vehicle interiors and insulation and sheathing of cables  

 

List of Standards within flexible Scope:  

Standard No. and Revision  Standard Title  flexible Scope Limitations  

ANSI/UL 94 dated April 01, 2022 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

ANSI/UL 94 dated April 01, 2022 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

ANSI/UL 94 dated February 28, 2023 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

ANSI/UL 94 dated June 27, 2020 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

ANSI/UL 94 dated March 06, 2022 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

https://www.dakks.de/files/Dokumentensuche/Dateien/71%20SD%200%20002_e_Akkr%20_flex%20_Scope_20150813_v2.2.pdf
https://www.dakks.de/files/Dokumentensuche/Dateien/71%20SD%200%20002_e_Akkr%20_flex%20_Scope_20150813_v2.2.pdf
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

ANSI/UL 94 dated May 6, 2021 
Tests for Flammability of Plastic Materials 
for Parts in Devices and Appliances 

flex. Cat. III 
Accredited part: Section 7 - 
Horizontal Burning Test and Section 8 
- 50 W (20 mm) Vertical Burning Test 

ASTM D1003-13 
Standard Test Method for Haze and 
Luminous Transmittance of Transparent 
Plastics 

flex. Cat. III only Procedure A—Hazemeter 

ASTM D1003-21 
Standard Test Method for Haze and 
Luminous Transmittance of Transparent 
Plastics 

flex. Cat. III only Procedure A—Hazemeter 

ASTM D1238-13 
Standard Test Method for Melt Flow Rates 
of Thermoplastics by Extrusion Plastometer 

flex. Cat. III   

ASTM D1238-20 
Standard Test Method for Melt Flow Rates 
of Thermoplastics by Extrusion Plastometer 

flex. Cat. III   

ASTM D1238-23 
Standard Test Method for Melt Flow Rates 
of Thermoplastics by Extrusion Plastometer 

flex. Cat. III   

ASTM D1525-17 
Standard Test Method for Vicat Softening 
Temperature of Plastics 

flex. Cat. III   

ASTM D256-10 
Standard Test Methods for Determining 
the Izod Pendulum Impact Resistance of 
Plastics 

flex. Cat. III   

ASTM D256-23 
Standard Test Methods for Determining 
the Izod Pendulum Impact Resistance of 
Plastics 

flex. Cat. III   

ASTM D4459-21 
Standard Practice for Xenon-Arc Exposure 
of Plastics Intended for Indoor Applications 

flex. Cat. I   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

ASTM D4804-20 
Standard Test Method for Determining the 
Flammability Characteristics of Nonrigid 
Solid Plastics 

flex. Cat. III   

ASTM D523-14 Standard Test Method for Specular Gloss flex. Cat. III   

ASTM D523-14(2018) Standard Test Method for Specular Gloss flex. Cat. III   

ASTM D6110-18 
Standard Test Method for Determining the 
Charpy Impact Resistance of Notched 
Specimens of Plastics 

flex. Cat. III   

ASTM D635-18 
Rate of Burning and/or Extent and Time of 
Burning of Plastics in a Horizontal Position 

flex. Cat. III   

ASTM D635-22 
Rate of Burning and/or Extent and Time of 
Burning of Plastics in a Horizontal Position 

flex. Cat. III   

ASTM D638-14 
Standard Test Method for Tensile 
Properties of Plastics 

flex. Cat. I   

ASTM D638-22 
Standard Test Method for Tensile 
Properties of Plastics 

flex. Cat. I   

ASTM D648-18 
Standard Test Method for Deflection 
Temperature of Plastics Under Flexural 
Load in the Edgewise Position 

flex. Cat. I   

ASTM D790-17 
Standard Test Methods for Flexural 
Properties of Unreinforced and Reinforced 
Plastics and Electrical Insulating Materials 

flex. Cat. III   

ASTM E308-18 
Standard Practice for Computing the Colors 
of Objects by Using the CIE System 

flex. Cat. III   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

ASTM E313-20 

Standard Practice for Calculating 
Yellowness and Whiteness Indices from 
Instrumentally Measured Color 
Coordinates 

flex. Cat. III   

ASTM G151-19 
Standard Practice for Exposing Nonmetallic 
Materials in Accelerated Test Devices that 
Use Laboratory Light Sources 

flex. Cat. I   

ASTM G155-13 
Standard Practice for Operating Xenon Arc 
Light Apparatus for Exposure of Non-
Metallic Materials 

flex. Cat. I   

ASTM G155-21 
Operating Xenon Arc Lamp Apparatus for 
Exposure of Materials 

flex. Cat. I   

ASTM G2-96 

Practice for Operating Light-Exposure 
Apparatus (Xenon-Arc Type) With and 
Without Water for Exposure of 
Nonmetallic Materials  

flex. Cat. I   

DBL 5404:2016 

Teile aus thermoplastischen Kunststoffen 
für den direkten und indirekten Bereich 
des Fahrgastinnenraumes, für 
Fahrgastraumheizung, 
Fahrgastraumbelüftung, Verkleidungen 
und Gehäuse 

flex. Cat. I   

DIN 5033-1:2017 
Farbmessung – Teil 1: Grundbegriffe der 
Farbmetrik 

flex. Cat. III   

DIN 5033-7:2014 
Farbmessung – Teil 7: Messbedingungen 
für Körperfarben 

flex. Cat. III   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

DIN 53236:2018 

Farbmittel – Mess- und 
Auswertebedingungen zur Bestimmung 
von Farbunterschieden bei 
Beschichtungsstoffen, ähnlichen 
Beschichtungen und Kunststoffen 

flex. Cat. III   

DIN 53363:2003 
Prüfung von Kunststoff-Folien - 
Weiterreißversuch an trapezförmigen 
Proben mit Einschnitt 

flex. Cat. III   

DIN 53530:1981 
Prüfung organischer Werkstoffe - 
Trennversuch an haftend verbundenen 
Gewebelagen 

flex. Cat. III   

DIN 6167:1980 
Beschreibung der Vergilbung von nahezu 
weißen oder nahezu farblosen Materialien 

flex. Cat. III   

DIN 75201:2011  
Determination of the fogging 
characteristics of trim materials in the 
interior of automobiles 

flex. Cat. I   

DIN 75201:2023-11 
Bestimmung des Foggingverhaltens von 
Werkstoffen der Kraftfahrzeug-
Innenausstattung 

flex. Cat. I   

DIN EN 20105-A02:1994 
Farbechtheitsprüfungen - Teil A02: 
Graumaßstab zur Bewertung der Änderung 
der Farbe 

flex. Cat. III   

EN 17679:2022 
Prüfung von Kunststoff-Folien - 
Weiterreißversuch an trapezförmigen 
Proben mit Einschnitt 

flex. Cat. III   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

EN 50289-4-17:2015 

Communication cables - Specifications for 
test methods - Part 4-17: Test methods for 
UV resistance evaluation of the sheath of 
electrical and optical fibre cable 

flex. Cat. I only method A 

EN 50618:2014 Electric cables for photovoltaic systems flex. Cat. I only Annex E 

EN 50620:2017 
Electric cables - Charging cables for electric 
vehicles 

flex. Cat. I 
Limited to clause No 7 - 
Requirements, Table No. 5, section 
12 which is referring to Annex F 

FLTM BO 116-01:2013 Resistance to interior weathering flex. Cat. I   

FLTM BO 116-01:2018 Resistance to interior weathering flex. Cat. I   

FLTM BO 131-03:2017 Interior Odor Test flex. Cat. I   

GMW14162-2016 Colorfastness to Artificial Weathering flex. Cat. III   

GS 97014-3:2014 

Emissionsmessung unter Luftwechsel in 
einer Prüfkammer - Bestimmung flüchtiger 
organischer Emissionen aus Bauteilen, 
Halbzeugen und Werkstoffen / Emissions 
measurement with air exchange in a 
testing chamber - Determination of 
volatile, organic emissions  

flex. Cat. I   

GS 97014-4:2012 

Emissionsmessung unter Luftwechsel in 
einer Prüfkammer - Bestimmung des 
Geruchverhaltens / Emissions 
measurement with air exchange in a 
testing chamber - Determination of the 
olfactory behavior 

flex. Cat. I   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

IEC 60695-11-10:2013 
Fire hazard testing – Part 11-10: Test 
flames – 50 W horizontal and vertical flame 
test methods 

flex. Cat. III   

IEC 60695-11-10:2013/COR1:2014 
Fire hazard testing – Part 11-10: Test 
flames – 50 W horizontal and vertical flame 
test methods 

flex. Cat. III   

IEC 60695-2-10:2013-04 

Fire hazard testing - Part 2-10: 
Glowing/hot-wire based test methods - 
Glow-wire apparatus and common test 
procedure 

flex. Cat. III   

IEC 60695-2-10:2021-10 

Fire hazard testing – Part 2-10: 
Glowing/hot-wire based test methods – 
Glow-wire apparatus and common test 
procedure 

flex. Cat. III   

IEC 60695-2-11:2014-02 

Fire hazard testing - Part 2-11: 
Glowing/hot-wire based test methods - 
Glow-wire flammability test method for 
end-products (GWEPT) 

flex. Cat. III   

IEC 60695-2-11:2021-10 

Fire hazard testing – Part 2-11: 
Glowing/hot-wire based test methods – 
Glow-wire flammability test method for 
end products (GWEPT) 

flex. Cat. III   

IEC 60695-2-12 Edition 2.1:2014-02 

Fire hazard testing - Part 2-12: 
Glowing/hot-wire based test methods - 
Glow-wire flammability index (GWFI) test 
method for materials 

flex. Cat. III   
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

IEC 60695-2-12:2021-10 

Fire hazard testing – Part 2-12: 
Glowing/hot-wire based test methods – 
Glow-wire flammability index (GWFI) test 
method for materials 

flex. Cat. III   

IEC 60695-2-13 Edition 2.1:2012-02 

Fire hazard testing – Part 2-13: 
Glowing/hot-wire based test methods – 
Glow-wire ignition temperature (GWIT) 
test method for materials 

flex. Cat. III   

IEC 60695-2-13:2021-08 

Fire hazard testing – Part 2-13: 
Glowing/hot-wire based test methods – 
Glow-wire ignition temperature (GWIT) 
test method for materials 

flex. Cat. III   

IEC 60811-1-1:2001 Clause 5-9 

Common test methods for insulating and 
sheathing materials of electric cables and 
optical cables - Part 1-1: Methods for 
general application - Measurement of 
thickness and overall dimensions - Tests for 
determining the mechanical properties 

flex. Cat. I   

IEC 60811-501:2018 

Electric and optical fibre cables – Test 
methods for non-metallic materials – Part 
501: Mechanical tests – Tests for 
determining the mechanical properties of 
insulating and sheathing compounds 

flex. Cat. I   

IEC 62893-2:2017 
Charging cables for electric vehicles of 
rated voltages up to and including 0,6/1 kV 
– Part 2: Test methods 

flex. Cat. I only section 4 & 5.2 
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Standard No. and Revision  Standard Title  flexible Scope Limitations  

IEC 62930:2017 
Electric cables for photovoltaic systems 
with a voltage rating of 1,5 kV DC 

flex. Cat. I 
Limited to clause 7, table No. 3 
section: 8 Weathering/UV resistance 
referring to Annex E 

ISO 105-B06:2020 

Textilien - Farbechtheitsprüfungen - Teil 
B06: Farbechtheit und Alterung gegen 
künstliches Licht bei hohen Temperaturen: 
Prüfung mit der Xenonbogenlampe  

flex. Cat. I   

ISO 1133-1:2011 

Kunststoffe - Bestimmung der Schmelze-
Massefließrate (MFR) und der Schmelze-
Volumenfließrate (MVR) von 
Thermoplasten - Teil 1: Allgemeines 
Prüfverfahren 

flex. Cat. III   

ISO 1133-1:2022 

Kunststoffe - Bestimmung der Schmelze-
Massefließrate (MFR) und der Schmelze-
Volumenfließrate (MVR) von 
Thermoplasten 

flex. Cat. III  

ISO 1133-2:2011 

Kunststoffe - Bestimmung der Schmelze-
Massefließrate (MFR) und der Schmelze-
Volumenfließrate (MVR) von 
Thermoplasten - Teil 2: Verfahren für 
Materialien, die empfindlich gegen eine 
zeitbzw. temperaturabhängige 
Vorgeschichte und/oder Feuchte sind 

flex. Cat. III   

ISO 11443:2014 

Kunststoffe - Bestimmung der 
Fließfähigkeit von Kunststoffen unter 
Verwendung von Kapillar- und 
Schlitzdüsen-Rheometern 

flex. Cat. III   
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ISO 11443:2021 
Plastics- Determination of the fluidity of 
plastics using capillary and slit-die 
rheometers 

flex. Cat. III   

ISO 1183-1:2019 

Kunststoffe - Verfahren zur Bestimmung 
der Dichte von nicht verschäumten 
Kunststoffen - Teil 1: Eintauchverfahren, 
Verfahren mit Flüssigkeitspyknometer und 
Titrationsverfahren (hier: Verfahren A - 
Eintauchverfahren) 

flex. Cat. III   

ISO 12219-4:2013 

Interior air of road vehicles - Part 4: 
Method for the determination of the 
emissions of volatile organic compounds 
from vehicle interior parts and materials - 
Small chamber method  

flex. Cat. I   

ISO 12219-6:2017 

Interior air of road vehicles - Part 6: 
Method for the determination of the 
emissions of semi-volatile organic 
compounds from vehicle interior parts and 
materials at higher temperature - Small 
chamber method 

flex. Cat. I   

ISO 12219-7:2017 

Interior air of road vehicles - Part 7: Odour 
determination in interior air of road 
vehicles and test chamber air of trim 
components by olfactory measurements 

flex. Cat. I   

ISO 13468-2:1999 

Plastics - Determination of the total 
luminous transmittance of transparent 
materials - Part 2: Double-beam 
instrument 

flex. Cat. III   
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ISO 13468-2:2021 

Plastics – Determination of the total 
luminous transmittance of transparent 
materials – Part 2: Double-beam 
instrument 

flex. Cat. III   

ISO 16000-6:2011 

Indoor air - Part 6: Determination of 
volatile organic compounds in indoor and 
test chamber air by active sampling on 
Tenax TA Sorbent, thermal desorption and 
gas chromatography using MS or MS-FID 

flex. Cat. I   

ISO 16000-6:2021 

Indoor air - Part 6: Determination of 
volatile organic compounds(VVOC, VOC, 
SVOC) in indoor and test chamber air by 
active sampling on sorbent tubes, thermal 
desorption and gas chromatography using 
MS or MS-FID 

flex. Cat. I   

ISO 16474-1:2013 
Beschichtungsstoffe - Künstliches 
Bestrahlen oder Bewittern in Geräten - Teil 
1: Allgemeine Anleitung 

flex. Cat. I   

ISO 16474-2:2013 
Beschichtungsstoffe - Künstliches 
Bestrahlen oder Bewittern in Geräten - Teil 
2: Xenonbogenlampen 

flex. Cat. I   

ISO 178:2010 
Kunststoffe - Bestimmung der 
Biegeeigenschaften 

flex. Cat. III   

ISO 178:2019 
Plastics - Determination of flexural 
properties 

flex. Cat. III  

ISO 179-1:2010 
Kunststoffe - Bestimmung der Charpy - 
Schlagzähigkeit - Teil: 1 Nicht 
instrumentierte Schlagzähigkeitsprüfung 

flex. Cat. III  
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ISO 179-1:2023 
Plastics — Determination of Charpy impact 
properties 

flex. Cat. III   

ISO 1798:2008 
Flexible cellular polymeric materials – 
Determination of tensile strength and 
elongation at break 

flex. Cat. I   

ISO 180:2000 
Kunststoffe - Bestimmung der Izod-
Schlagzähigkeit 

flex. Cat. III  

ISO 180:2019 
Plastics – Determination of Izod impact 
strength (Kunststoffe - Bestimmung der 
Izod-Schlagzähigkeit) 

flex. Cat. III  

ISO 180:2023 
Plastics - Determination of Izod impact 
strength 

flex. Cat. III   

ISO 2039-1:2001 
Kunststoffe - Bestimmung der Härte - Teil 
1: Kugeleindruckversuch 

flex. Cat. III   

ISO 2813:2014 
Paints and varnishes - Determination of 
gloss value at 20°, 60° and 85° 

flex. Cat. III   

ISO 294-4:2001 
Kunststoffe - Spritzgießen von 
Probekörpern aus Thermoplasten - Teil 4: 
Bestimmung der Verarbeitungsschwindung 

flex. Cat. III   

ISO 294-4:2018 
Kunststoffe - Spritzgießen von 
Probekörpern aus Thermoplasten - Teil 4: 
Bestimmung der Verarbeitungsschwindung 

flex. Cat. III   

ISO 306:2013 
Kunststoffe - Thermoplaste - Bestimmung 
der Vicat-Erweichungstemperatur (VST) 

flex. Cat. III   

ISO 306:2023 
Kunststoffe – Thermoplaste – Bestimmung 
der Vicat-Erweichungstemperatur (VST) 

flex. Cat. III  
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ISO 34-1:2015 

Elastomere oder thermoplastische 
Elastomere - Bestimmung des 
Weiterreißwiderstandes - Teil 1: Streifen-, 
winkel- und bogenförmige Probekörper 

flex. Cat. III   

ISO 4892-1:2016-05 
Plastics - Methods of exposure to 
laboratory light sources - Part 1: General 
guidance 

flex. Cat. I   

ISO 4892-2:2013/AMD 1:2021 

Plastics — Methods of exposure to 
laboratory light sources — Part 2: Xenon-
arc lamps AMENDMENT 1: Classification of 
daylight filters 

flex. Cat. I   

ISO 4892-2:2013-03 
Plastics - Methods of exposure to 
laboratory light sources - Part 2: Xenon-arc 
lamps 

flex. Cat. I   

ISO 527-1:1993 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 1: Allgemeine 
Grundsätze 

flex. Cat. I   

ISO 527-1:2012 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 1: Allgemeine 
Grundsätze 

flex. Cat. I   

ISO 527-1:2019 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 1: Allgemeine 
Grundsätze 

flex. Cat. I   

ISO 527-2:1993 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Prüfbedingungen für 
Form- und Extrusions-Formmassen 

flex. Cat. I   
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ISO 527-2:2012 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Prüfbedingungen für 
Form- und Extrusions-Formmassen 

flex. Cat. I   

ISO 527-3:1995 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 3: Prüfbedingungen 
für Folien und Tafeln 

flex. Cat. I   

ISO 527-3:2018 
Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 3: Prüfbedingungen 
für Folien und Tafeln 

flex. Cat. I   

ISO 527-4:1997 

Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 4: Prüfbedingungen 
für isotrop und anisotrop faserverstärkte 
Kunststoffverbundwerkstoffe 

flex. Cat. I   

ISO 527-4:2021 

Plastics – Determination of tensile 
properties – Part 4: Test conditions for 
isotropic and orthotropic fibre-reinforced 
plastic composites 

flex. Cat. I   

ISO 527-5:1997 

Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 5: Prüfbedingungen 
für unidirektional faserverstärkte 
Kunststoffverbundwerkstoffe 

flex. Cat. I   

ISO 527-5:2009 

Kunststoffe - Bestimmung der 
Zugeigenschaften - Teil 5: Prüfbedingungen 
für unidirektional faserverstärkte 
Kunststoffverbundwerkstoffe 

flex. Cat. I   
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ISO 527-5:2021 

Plastics – Determination of tensile 
properties – Part 5: Test conditions for 
unidirectional fibre-reinforced plastic 
composites 

flex. Cat. I   

ISO 6452:2007 

Rubber- or plastics-coated fabrics - 
Determination of fogging characteristics of 
trim materials in the interior of 
automobiles  

flex. Cat. I   

ISO 6452:2021 

Rubber- or plastics-coated fabrics — 
Determination of fogging characteristics of 
trim materials in the interior of 
automobiles 

flex. Cat. I   

ISO 6603-2:2000 

Kunststoffe - Bestimmung des 
Durchstoßverhaltens von festen 
Kunststoffen - Teil 2: Instrumentierter 
Schlagversuch 

flex. Cat. III   

ISO 6603-2:2023 
Plastics — Determination of puncture 
impact behaviour of rigid plastics — Part 2: 
Instrumented impact testing 

flex. Cat. III   

ISO 75-1:2013 
Kunststoffe - Bestimmung der 
Formbeständigkeitstemperatur - Teil 1: 
Allgemeine Prüfverfahren 

flex. Cat. III   

ISO 75-1:2020 
Plastics-Determination of temperature of 
deflection under load- Part1: general test 
method 

flex. Cat. III   

ISO 75-2:2013 
Kunststoffe - Bestimmung der 
Formbeständigkeitstemperatur - Teil 2: 
Kunststoffe und Hartgummi 

flex. Cat. III   
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ISO 75-3:2004 

Kunststoffe - Bestimmung der 
Formbeständigkeitstemperatur - Teil 3: 
Hochbeständige härtbare Schichtstoffe und 
langfaserverstärkte Kunststoffe 

flex. Cat. III   

ISO/CIE 11664-3:2019 
Colorimetry — Part 3: CIE tristimulus 
values 

flex. Cat. III   

ISO/CIE 11664-4:2019 
Colorimetry — Part 4: CIE 1976 L*a*b* 
colour space 

flex. Cat. III   

PV 1303:2015 
Nichtmetallische Werkstoffe 
Belichtungsprüfung für Bauteile des 
Fahrzeuginnenraumes 

flex. Cat. I   

PV 1303:2021 
Nichtmetallische Werkstoffe 
Belichtungsprüfung für Bauteile des 
Fahrzeuginnenraumes 

flex. Cat. I   

PV 1306:2008 
Nichtmetallische Werkstoffe 
Belichtungsprüfung zur Bestimmung der 
Klebrigkeit an PP-Kunststoffen 

flex. Cat. I   

PV 1306:2021 
Nichtmetallische Werkstoffe - 
Belichtungsprüfung zur Bestimmung der 
Klebrigkeit an PP-Kunststoffen 

flex. Cat. I   

PV 3015:2019 

Foggingverhalten von Werkstoffen der 
Fahrzeuginnenausstattung - 
Gravimetrische Bestimmung 
kondensierbarer Bestandteile 

flex. Cat. I   

PV 3900:2019 
Bauteile des Fahrzeuginnenraumes - 
Geruchsprüfung 

flex. Cat. I   

PV 3929:2018 
Nichtmetallische Werkstoffe Bewitterung 
in trocken-heißem Klima (Exterieur) 

flex. Cat. I   
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PV 3929:2021 
Nichtmetallische Werkstoffe Bewitterung 
in trocken-heißem Klima (Exterieur) 

flex. Cat. I   

PV 3929:2023 
Nichtmetallische Werkstoffe - Bewitterung 
in trocken-heißem Klima (Exterieur) 

flex. Cat. I   

PV 3930:2017 
Nichtmetallische Werkstoffe Bewitterung 
in feucht-warmem Klima (Exterieur) 

flex. Cat. I   

PV 3930:2022 
Bewitterung in feucht-warmem Klima 
(Exterieur) 

flex. Cat. I   

PV 3930:2023 
Bewitterung in feucht-warmem Klima 
(Exterieur) 

flex. Cat. I   

PV 3942:2016 

Emissionsverhalten von Bauteilen, 
Komponenten und Halbzeugen für den 
Fahrzeuginnenraum - Prüfung nach dem 
Bauteilkammerverfahren 

flex. Cat. I   

PV 3942:2021 

Emissionsverhalten von Bauteilen, 
Komponenten und Halbzeugen für den 
Fahrzeuginnenraum - Prüfung nach dem 
Bauteilkammerverfahren 

flex. Cat. I   

SAE J2412:2015 
Accelerated Exposure of Automotive 
Interior Trim Components Using a 
Controlled Irradiance Xenon-Arc Apparatus 

flex. Cat. I   

SAE J2527:2017 

Performance Based Standard for 
Accelerated Exposure of Automotive 
Exterior Materials Using a Controlled 
Irradiance Xenon-Arc Apparatus 

flex. Cat. I   

STD 420-0003:2014-06 Fogging - Organic materials flex. Cat. I   



Overview Methods within the flexible Scope of ISO/IEC 17025:2017  
Accreditation Number: PL-19381-03  

Flexible Scope V3.0  
Last Update: 2023-12-08  

Page 18/20  
UL International Germany GmbH  
Rheinuferstrasse 7-9, Gebäude R33  
47829 Krefeld  

Standard No. and Revision  Standard Title  flexible Scope Limitations  

STD 429-0001:2005-01 
Odour of trim materials in vehicles - 
Organic materials 

flex. Cat. I   

TP-0000912 Emissions Behavior of Materials  flex. Cat. I   

VCS 1027,2729:2016-11 
Odour of trim materials in vehicles - 
Organic materials 

flex. Cat. I   

VCS 1027,2769:2007 

Determination of volatile organic 
substances from interior 
components/systems using a 1m³ emission 
chamber 

flex. Cat. I   

VDA 270:2018 

Bestimmung des Geruchsverhaltens von 
Werkstoffen der Kraftfahrzeug-
Innenausstattung / Determination of the 
odour characteristics of trim materials in 
motor vehicles 

flex. Cat. I   

VDA 270:2022 

Bestimmung des Geruchsverhaltens von 
Werkstoffen der Kraftfahrzeug-
Innenausstattung / Determination of the 
odour characteristics in motor vehicles 

flex. Cat. I   

VDA 276-1:2005 
Bestimmung organischer Emissionen aus 
Bauteilen für den Kfz-Innenraum mit einer 
1m³-Prüfkammer 

flex. Cat. I   

VDA 276-2:2005 

 Teil 2: Bestimmung der Abgabe von 
Formaldehyd, Ammoniak und Phenolen 
nach der Methode der 
Ausgleichskonzentration - Formteile für 
den Fahrzeuginnenraum 

flex. Cat. I   
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VDA 276-3:2005 

Teil 3: Bestimmung der 
Summenkonzentration an 
Kohlenwasserstoff-Verbindungen mit 
einem Flammenionisationsdetektor (FID)  

flex. Cat. I   

VDA 276-3:2022-05 

Bestimmung der Summenkonzentration an 
Kohlenwasserstoffverbindungen in 
Prüfkammern und Fahrzeuginnenräumen 
mit einem Flammenionisationsdetektor 
(FID) 

flex. Cat. I   

VDA 278:2002 
Thermodesorptionsanalyse organischer 
Emissionen zur Charakterisierung von 
nichtmetallischen KFZ-Werkstoffen 

flex. Cat. I   

VDA 278:2011 

Thermodesorptionsanalyse organischer 
Emissionen zur Charakterisierung 
nichtmetallischer KFZ-Werkstoffe / 
Thermal Desorption Analysis of Organic 
Emissions for the Characterization of Non-
Metallic Materials of Automobiles 

flex. Cat. I   

VDA 278:2016 

Thermodesorptionsanalyse organischer 
Emissionen zur Charakterisierung 
nichtmetallischer KFZ-Werkstoffe / 
Thermal Desorption Analysis of Organic 
Emissions for the Characterization of Non-
Metallic Materials of Automobiles 

flex. Cat. I   

VDA 75202:2001 

Werkstoffe der Kraftfahrzeug-
Innenausstattung – Farbechtheitsprüfung 
und Alterungsverhalten gegen Licht bei 
hohen Temperaturen – Xenonbogenlicht  

flex. Cat. I   
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